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Abstract: Recent developments in power electronics have increased the usage of nonlinear loads in energy systems.
With increases in the usage of semiconductor-sourced nonlinear loads, the adverse eﬀects of harmonics-sensitive loads
(e.g., protection control circuits and circuit breakers) have also increased. Generally, the negative eﬀects of harmonics
in power systems include the following: increased power losses; motor, generator, and transformer overheating; faulty
operation of measurement and protection systems; lifetime shortening of electrical components; and parallel and series
resonance problems. Therefore, harmonics has become a serious problem in current power electronics systems. However,
harmonics can be reduced, particularly through drainage using filters. In this study, some power losses were detected
in diﬀerent facilities in the city of Van, Turkey, on the basis of the variable measurements (e.g., instantaneous electrical
values, harmonics, flow, and voltage waveforms) obtained using ZERA MT 310 power analyzers. The harmonics causing
these power losses were examined. Some simulation results for active filters were evaluated, and the overall eﬀects of
the harmonics are discussed. Shunt active power filter (SAPF) simulation was conducted using Simplorer 6.0, which is
known to produce successful results in power electronics simulation applications. SAPF simulation requires the use of
measurement points. This utilization of SAPF simulation has demonstrated that voltage drop and power loss in power
distribution systems can be reduced. However, it was found that owing to their structure, semiconductor components
produce harmonics and consume power.
Key words: Power quality, harmonics, active filter, distribution system

1. Introduction
Power electronics elements have been used since 1970, particularly as switching elements in control systems in
the energy sector. However, these elements can produce harmonics while turning on and oﬀ, depending on the
switching frequency, which can cause problems in the associated systems [1]. For example, when a linear ohmic
load is used stand-alone, it does not draw reactive power; however, when used together with switching elements
such as thyristors or triacs, this load draws reactive power and produces eﬀective harmonics [2,3]. Moreover,
the use of such switching elements can have adverse eﬀects; in particular, the resulting current and voltage
waveforms are periodic, and the sinusoidal form of mains voltage can be broken down [4].
Harmonics can cause losses in terms of operating time in electrically propelled system elements. The
following events can occur in such circumstances:
• capacitors in systems break down frequently;
∗ Correspondence:
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• some breakdowns occur without apparent cause;
• measuring devices in factories do not measure accurately;
• switches that act as connection points for the system deenergize randomly;
• automation systems managed by electronic devices in systems malfunction;
• electronic card faults occur continually;
• neutral cables become overloaded and break down;
• punctures in isolated electrical elements within systems occur repeatedly;
• system machines and transformers break down or operate noisily [5].
All these events can be considered indications of the fact that many harmonics are being produced, thus
exceeding operating standards [6]. Harmonic filtration is typically conducted using either passive or active filters
[7,8]. Passive filters comprise variable connection types for passive circuit elements; these filters have been used
for many years and are still used because they remain economical. By constructing a low-impedance means to
allow harmonics to flow through passive filters, the current can pass through the shunt filter instead of returning
to the source. Passive LC filters, which can be used to both filter harmonics and to increase the power factor
of the load, do have some disadvantages; in particular, they exhibit resonance risk such that harmonics can
increase depending on resonance, and they occupy considerable space [9,10].
Therefore, active power filter design and application are becoming increasingly important in industry to
ensure suppression of harmonics in order to meet the reactive power demand [11]. Generally, an active power
filter can be considered a shunt active power filter (SAPF) [12]. SAPFs are used to suppress flow unbalance,
high and low harmonics, neutral flow, and reactive power. Conversely, breakdowns in the network and load
such as voltage seesaw, voltage unbalance, and voltage harmonics can be eliminated through serial active filters.
In this study, information regarding harmonics intended for industrial installations has been obtained by
conducting measurements using a harmonic analyzer device. Some harmonics exceeding typical standards have
been observed, and their SAPF design has been conducted using Simplorer 6.0.
2. Harmonics problem
2.1. Harmonic analyzer assemblies
To operate an electrical power system and the associated electrical devices in an accurate and eﬃcient manner
and without problems occurring, it is very important to produce, transmit, and submit voltage in the shape
of a sine curve with a 50 Hz frequency. However, because of the side eﬀects caused by network elements and
consumers, which vary depending on the system, the sinusoidal waveforms of basic electrical parameters such
as flux, current, and voltage can be converted into harmonic, inclusive, and undesirable waveforms that are
proportional to multiples of 50 Hz, which can be considered the fundamental frequency [13,14].
In this study, a ZERA MT 310 harmonic analyzer was used. The valid current measuring rate of this
device is 1 mA to 12 A, and it has an accuracy rate of 0.1%. This harmonic analyzer can measure in four-, three-,
and two-wire circuits. The filters proposed in this study were designed to measure current values between 5 mA
and 120 A. The device has an internal memory and can store information for up to 150 measurements, and it
also facilitates data management via a computer. Degradation factor measurement, which can simultaneously
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investigate active, reactive, and apparent power, can also help determine frequency, phase angle, and power
factor. This analyzer can record data up to the 40th harmonic, produce a vector diagram, and transmit the
resulting data to a printer.
2.2. Passive vs. active filters
Active filters neutralize harmonics spread by load by analyzing the harmonics consumed by load and reinstating
the same harmonic current with the appropriate phase. In terms of operation logic, active filters measure the
current at the point where the active filter is connected to a circuit. Together with a power electronic circuit,
an active filter can produce a harmonic with a sign opposite to that detected by the power electronic circuit
and inject this new harmonic into the system.
To remove harmonics, typically passive filters are used for their low cost. Because the values of the
elements used in passive filters (i.e. capacitor, coil, and resistance) vary with standard frequency, the performance of filters can decrease during operation. When the nonlinear load increases, the passive filter can become
overloaded and damaged; consequently, the probability of occurrence of serial or shunt resonance at diﬀerent
harmonic frequencies between filter elements increases. Because of these negative impacts and improvements in
processing semiconductor technology and control systems, active power filters have been developed. Such filters
operate by injecting a reverse-phase current produced by a nonlinear load in a power system, ensuring that the
amplitude of this current is the same as that of the harmonics of the power system. To achieve this, active
power filters use variable control gears to apply a switching element by designating power electronics switching
elements and harmonics in the system. In addition to being used to remove harmonics from the system, active
power filters are also used to regulate reactive power compensation, voltage and voltage unbalance, neutral
current, and mains voltage.
A comparison of active and passive filters (Table 1) shows that active filters surpass passive filters,
particularly regarding the following factors [13,14]:
• no overloading risk;
• appropriate for all load types;
• impossible for them to be in resonance with the associated system;
• filters can be expanded practically and easily by increasing nonlinear loads;
• all harmonics selected can subsequently be removed.
SAPFs are typically used for the elimination of current harmonics, for reactive power compensation, and
in balancing unbalanced current. As current harmonics are included in the system under consideration, shunt
active filters are connected to the load side. To remove harmonics and the reactive components of nonlinear loads,
these filters act as sources injecting diﬀerent compensation currents whose harmonic and reactive components
have equal amplitude but a phase diﬀerence of 180 ◦ . Moreover, these filters are often used as static generators
to balance voltage profiles and improve voltage [14,15].
Serial active power filters are fastened to the associated network through a serial transformer before the
load. Although serial active power filters exhibit low power quality and superior filtration characteristics,
they must be protected from power system abnormalities. Conversely, SAPFs are not aﬀected by power
system abnormalities and can conduct harmonic current compensation with these filters, similar to power
factor compensation. For these reasons, SAPFs are commonly used.
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Table 1. Comparison of active and passive filters.

Function
Harmonic current control
Eﬀect of harmonic frequency
Impedance modification eﬀect
Current rise possibility
Adding new load to the
system
Frequency change of basic
waves in the system
Dimensions and weight
Cost

Passive filter
It requires one filter for each
harmonic frequency
Eﬀect of filter decreases
Resonance risk is possible
Overloading and degradation
risk is possible

Active filter
It is possible to simultaneously control
over one harmonic current
Not aﬀected
Not aﬀected

Replacement of filter required

Not aﬀected

It is not possible to adjust (it can
be required to replace filter)
It is flexible in terms of harmonic
amplitude and degree
Installation is low-cost and
maintenance is high-cost

Compatibility is possible
with adjustment

Not aﬀected

Too low
Installation is high-cost and no
maintenance is required

3. Construction of filter
3.1. Features of SAPF
Inverter structures for the SAPF are illustrated in Figure 1. Owing to the nature of the current- and voltagesourced inverters, insulated gate bipolar transistors (IGBTs) for use in voltage-sourced SAPFs are produced
by many semiconductor companies because they exhibit an antishunt diode structure, they can be produced
easily, and their losses can be optimized [16]. As the loss of the reactor in the DC linkage of a current-sourced
inverter is higher than that of the capacitor in a voltage-sourced inverter, voltage-sourced inverters are used
more commonly.

Figure 1. Inverter structures for the SAPF: a) voltage-sourced SAPF, b) current-sourced SAPF.

In the technical literature and in industrial settings, the use of SAPFs as linkage-type active filters is most
common. Moreover, in terms of linkage type, SAPFs oﬀer a solution for two significant power quality problems:
harmonic filtration and reactive power compensation. In these respects, SAPFs are more basic in structure and
more stable than serial active filters [17]. The initial cost of a voltage-sourced active power filter is lower than
that of a current-sourced filter, which may be an additional reason for the wider adoption of voltage-sourced
filters. The most prominent negative features of current-sourced active power filters, particularly in comparison
with voltage-sourced filters, include the loss of semiconductor switches and losses due to energy consumed by
the reactor used in the DC linkage [18].
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Voltage-sourced active power filters with DC capacitors can be wired up to a network through a filter
reactor ( Lf ) . The voltage-sourced active power filter illustrated in Figure 2 consists of six controlled semiconductor switches and antishunt diodes. The intake filter reactor (Lf ) used in the active filter intake ensures that
the active filter currents can be controlled. Moreover, using both this reactor and the intake capacitor (Cf ),
high-frequency components produced by the inverter can be suppressed.

Figure 2. Representations of the SAPF conducting the simulation and the nonlinear load.

3.2. SAPF design study
Representations of a SAPF conducting simulation of a nonlinear load are illustrated in Figure 2. A three-phase
diode rectifier represents the nonlinear load, and a voltage-sourced shunt three-phase neutral connectionless
active filter is connected. In our simulation studies, low voltage levels were selected to govern the SAPF load
and the harmonic source connected.
SAPFs are used to eliminate harmonics and compensate for changes in reactive power. In our simulation
studies, a diode bridge rectifier (which is used widely in practice) was adopted as the nonlinear load producing
harmonic. Components up to the seventh harmonic produced by the designed SAPF and diode bridge rectifier
were filtered.
When measuring the load in simulations for the active filter, Rout was provided on the basis of the
power values obtained from the measurement points. A capacitor (CDC 1 ) connected to the DC side of a
voltage-sourced inverter was used as an energy storage element. The coil on the AA side is required to filter
the inverter harmonics. A DC line capacitor operating as a DC voltage source for the inverter provided the
required compensation current, controlled by power electronics switching elements (i.e. IGBTs). In active power
filters, the power source is not typically connected to the DC side of an inverter. Typically, in a voltage-sourced
(current-sourced) inverter, a capacitor (coil) is used as the energy storage element.
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3.2.1. Selection of semiconductors for SAPF inverter circuit
When selecting semiconductors, wavelets caused by switching must be taken into account. For an SAPF
inverter, four diﬀerent types of semiconductor switches are available: MOSFET, GTO, IGBT, and IGCT.
Owing to their specific structures, MOSFETs cannot reach the same voltage levels as SAPFs, whereas GTOs
are semiconductors composed of outdated technology and exhibit considerable heat loss. In comparison with
GTOs, IGCTs are a semiconductor type developed using advanced technology and applied at higher voltage
levels and lower switching frequencies. IGBTs are currently being produced in large numbers and developed
continuously. In contrast to other semiconductor switches, IGBT switches can be used in inverters owing to
their high switching frequency, low losses, and simple driving circuits at middle and high voltages. In other
words, IGBTs exhibit very rapid on/oﬀ switching and high current strength, making them ideal for use as
switching elements.
3.2.2. Evaluation criteria for active filter
The total harmonic distortion (THD) for the voltage and current used to limit the harmonic size can be
calculated according to Eqs. (1) and (2) [18].
√

(Vn )2

n=2

T HDV =

V1
√

T HDI =

∞
∑

∞
∑

(1)

(In )2

n=2

I1

(2)

In accordance with IEC standards, THD is typically 3% and 6% for voltage and current, respectively [18].
Deviation of the periodical waveform from an exact sine curve is used in determining the THD. Accordingly,
THD is zero only for an exact sine waveform with a basic frequency.
SAPFs are not intended to filter all harmonics. Rather, their purpose is to minimize any dominant
harmonics exceeding the limiting value to bring them within acceptable levels [19].
4. SAPF control methods
4.1. Finding reference current
Because voltage information is not required in the synchronous reference plane (SRP), the SRP method is
insensitive to voltage unbalance. Therefore, it is possible to achieve better results with the SRP method.
The SRP method is also preferable because it can obtain any harmonic. This method has the following
additional advantages: it oﬀers a good level of steady state achievement, i.e. transient response speed and
transient response; during these processes, no interaction with voltage occurs, simplifying the removal of selected
harmonics; and it does not require memory for performing these processes. The superiority of the SRP method
with respect to other controlling methods is summarized in Table 2 [20,21].
4.2. Current control method
To obtain ignition signals in voltage-sourced active power filters, the hysteresis band method is typically used
for the reference current. After obtaining new reference currents using this method, supervisory regulations or
methods of voltage conversion are not required [21–24].
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To investigate the SAPF, a simulation circuit was designed using Simplorer 6.0, as illustrated in Figure 3.
The values in Table 3 describe the circuit elements used in the SAPF design and indicate the optimum benefits
achieved.

Figure 3. SAPF simulation circuit designed using Simplorer 6.0.

A block diagram illustrating the working logic of the control unit for the SAPF in Figure 3 is presented in
Figure 4. From this block diagram, it is clear that AC load currents are subject to Clark–Park transformation,
where the currents filtered using high-pass filters are transformed to DC. Voltage blocks are also included in the
same control unit. On the basis of these configurations, the inverter reference currents required for the filter
currents ( Iah , Ibh , Ich ) were calculated. In the second cell, the obtained currents are compared with the filter
currents and placed in hysteresis, whereas the third cell illustrates the hysteresis operation.
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Table 2. Comparison of reference finding methods.

Reference
Method
Steady-state
performance
Transient
response time
Transient
response
performance
Voltage
requirement
Finding
selected
harmonic
Storage
requirement

Filter

Instantaneous
reactive
power
theory of

Synchronous
reference
plane
(SRP)

Appropriate

Appropriate

Appropriate

Not
acceptable

Acceptable

Appropriate

Not
acceptable

Acceptable

No

Repetitive
fourier
transformat
Ion
Fully
appropriate
Acceptable

Discerete
fourier
transform
Fully
appropriate
Not
acceptable

Fast
fourier
transform
Fully
appropriate
Not
acceptable

Appropriate

Not
acceptable

Not
acceptable

Acceptable

Acceptable

Yes

No

No

No

No

No

Yes

No

Yes

Yes

Yes

Yes

Yes

No

No

No

Yes

Yes

Yes

Yes

Kalman
Fully
appropriate
Acceptable

Table 3. Values belonging to circuit elements used in SAPF design and providing optimum benefit.
R Out-A
3.71 Ω

R Out-B
5.28 Ω

R Out-C
2.66 Ω

S A,B,C
50 ms

LS A,B,C
40 µH

L DC
200 µH

R L DC
3 mΩ

C DC
60 mF

L FR A,B,C
10 mH

L F A,B,C
70 µH

Figure 4. Block diagram of the control unit for the SAPF.

5. Findings
After conducting active filter simulation for the available system, the responses of the system to the filter were
inspected individually. This evaluation was conducted using Simplorer 6.0.
5.1. Distribution systems examples
Here, a single line diagram was considered for active filter simulation, and power values taken from the system
at the points where samples A, B, and C were connected were used for calculation and simulation. This was
undertaken for the 3rd, 5th, and 7th dominant harmonics.
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In the distribution system, we assumed that the loads were distributed equally between three phases.
The voltage levels of the sample distribution system, the installed power values, and the line diagram indicating
the SAPF connection method are indicated in Figure 5. In the figure, A refers to Van Meat Combination, B
refers to the Erciş Sugar Factory, and C refers to Special Hospitals. To obtain the THD rate of the model load
determined by calculation based on the active power, the simulation was run without the filter; for each sample,
the THD rate was obtained from the simulation circuit. For the available simulation circuit under filter less
conditions, THD was 51.35%, 37.32%, and 42.76% for samples A, B, and C, respectively.

Figure 5. Block diagram of the control unit for the SAPF.

5.2. Simulation results
For sample A, the load and filter currents are illustrated in Figures 6 and 7, respectively, whereas the current
for the circuit with the active filter after rectification is illustrated in Figure 8. Modification of the voltage
obtained after application of the active filter is presented in Figure 9, whereas the active filter output current
and output voltage are illustrated in Figure 10.

Figure 6. Modification of the load current for sample A (SAPF operates after 50 ms).

The THD rates obtained for simulations without and with a filter for sample A are illustrated in Figures
11 and 12, respectively. The current amplitude spectrum of the system before filtration is indicated in Figure
13, whereas that following application of the filter is shown in Figure 14.
For sample B, the load and filter currents are illustrated in Figures 15 and 16, respectively, whereas
the current for the circuit with the active filter after rectification is presented in Figure 17. Modification of
the voltage obtained following application of the active filter is illustrated in Figure 18, and the corresponding
output current and output voltage are shown in Figure 19.
1595
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Figure 7. Filter current distributed to the system by the SAPF for sample A (operates for 50 ms).

Figure 8. Circuit current while the SAPF operates for sample A (SAPF operates after 50 ms).

Figure 9. Voltage modification while the SAPF operates for sample A (operates after 50 ms).
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Figure 10. Output current and output voltage while the SAPF operates for sample A.

Figure 11. THD of the system before filtration for sample A.

Figure 12. THD calculated while the SAPF operates for sample A (filter operates for 0 ms).
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Figure 13. Current amplitude spectrum of the system before filtration for sample A.

Figure 14. Current amplitude spectrum while the SAPF operates for sample A (filter operates for 0 ms).

Figure 15. Modification of the load current for sample B (SAPF operates after 50 ms).
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Figure 16. Filter current distributed to the system by the SAPF for sample B (SAPF operates for 50 ms).

Figure 17. Circuit current while the SAPF operates for sample B (SAPF operates after 50 ms).

Figure 18. Voltage modification while the SAPF operates for sample B (SAPF operates after 50 ms).

1599
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Figure 19. Output current and output voltage while the SAPF operates for sample B.

The THD rates obtained for sample B for simulations without and with the filter are illustrated in Figures
20 and 21, respectively. The current amplitude spectra of the system before and after filtration are presented
in Figures 22 and 23, respectively.

Figure 20. THD of the system before filtration for sample B.

Figure 21. THD calculated while the SAPF operates for sample B (filter operates for 0 ms).
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Figure 22. Current amplitude spectrum of the system before filtration for sample B.

Figure 23. Current amplitude spectrum while the SAPF operates for sample B (filter operates for 0 ms).

For sample C, the load and filter currents are illustrated in Figures 24 and 25, respectively, whereas the
current of the circuit with the active filter after rectification is shown in Figure 26. Modification of the voltage
obtained by application of the active filter is shown in Figure 27, with the corresponding output current and
output voltage illustrated in Figure 28.

Figure 24. Modification of the load current for sample B (SAPF operates after 50 ms).
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Figure 25. Filter current distributed to the system by the SAPF for sample B (SAPF operates for 50 ms).

Figure 26. Circuit current while the SAPF operates for sample B (SAPF operates after 50 ms).

Figure 27. Voltage modification while the SAPF operates for sample C (SAPF operates after 50 ms).
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Figure 28. Output current and output voltage while the SAPF operates for sample C.

The THD rates obtained for sample C for simulations without and with the filter are shown in Figures
29 and 30, respectively. The current amplitude spectra of the system before and after filtration are shown in
Figures 31 and 32, respectively.

Figure 29. THD of the system before filtration for sample C.

Figure 30. THD calculated while the SAPF operates for sample C (filter operates for 0 ms).
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Figure 31. Current amplitude spectrum of the system before filtration for sample C.

Figure 32. Current amplitude spectrum while the SAPF operates for sample C (filter operates for 0 ms).

6. Discussion
During the project design process and the preparation of technical specifications, it is a legal obligation to ensure
that parameters values such as current, voltage, and THD and similar harmonics are written on the labels of
devices. When selecting devices, producers will be particularly sensitive in their consideration of harmonics.
Measurement should be undertaken frequently at facilities that produce large quantities of harmonics.
Moreover, producers who continue to select devices with high harmonic values will be penalized with increased
energy costs; this measure is intended to deter producers from increasing harmonics.
In automation system design, which typically involves constructing systems that allow power quality to
be observed, large power consumers (e.g., factories, hospitals) that carry nonlinear loads should be inspected
regarding their harmonics. Such inspections will allow preventative measures to be implemented.
Despite their good filtration performance, active filters require high initial costs. Nevertheless, this is
their only major negative setback, and they oﬀer many advantages as follows: they are eﬀective for several
harmonic levels in the system, they do not achieve resonance with the associated systems, and they can adjust
reactive power and reduce voltage.
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Nonlinear loads in a given system should be gathered at central points where possible when large quantities
of harmonics are observed, as in this study. This will reduce the number of filters required, thereby minimizing
the initial cost.
Evidently, the production of harmonics in quantities exceeding the specified limits by some consumers
can damage the interests of other consumers. Accordingly, we can predict that consumers and companies may
encounter diﬃculties in their relationships. If such harmonic pollution were to occur, particularly in cases where
active filters were not operated to mitigate the pollution, companies may be forced to pay compensation.
In our study, owing to recent developments in semiconductor technology, simulation of a filtration
technique, which we think can successfully eliminate harmonics, has been conducted using the SAPF Simplorer
6.0.
On the basis of measurements, we showed that voltage harmonics are below the specified tolerance limits;
however, the current harmonics were found to exceed the tolerance limits. Because nonlinear loads are included
in the simulated system without daily control measures, no measures have been implemented to mitigate the
eﬀects of the resulting harmonics. Consequently, each load with aliasing strains the system and shortens the
life span of related electrical devices.
Investigation of active filters using traditional analysis methods is expensive. Herein, simulation was
achieved using Simplorer 6.0, thus reducing cost, time, and labor requirements. Moreover, in the event of
modification of an electrical system under consideration, the system response can also be investigated by
modifying the simulation.
From the simulation results for current, the THD rate for sample A was found to be 51.35% (Figure 18)
without the filter; when the active filter was operational, the THD rate decreased to 2.4% (Figure 21). Similar
decreases were observed for sample B (37.32% to 3.47%) and sample C (42.76% to 2.37%). Thus, the operation
of the active filter has reduced the THD rates to below standard harmonic levels. Moreover, the system’s current
and voltage exhibited a form similar to the sine waveform.
On the basis of the results for the designed shunt active filter, it is clear that no phase shifting occurred
in any of the samples, and the amplitude values of all the samples were maintained successfully.
Because semiconductor switches were used in the simulation, ripples are apparent in the resulting voltage
and current sinusoidal waveforms. For all three samples, the active filters combined with IGBT switching
elements acted as shunt active filters to regulate the systems and produce harmonics such that they did not
have a negative eﬀect on the basic sine waveforms. Such conditions can cause voltage losses. For example,
for sample A, the output voltage and current were 538.8 V and 102 A, respectively, before application of the
filter. Conversely, the active filter output voltage and current were approximately 520 V and 102 A, respectively
(Figure 10). Thus, evidently, the semiconductor switching elements of the shunt active filters caused voltage
drop.
Ripples are apparent in the sine forms of the voltage and current waveforms obtained following activation
of the IGBT semiconductor switches. When the inductance of the filter output is optimized, these ripples will
decrease. Simultaneously, together with the selection of the optimum inductance value, the ripples in walking
parts will be minimized (Figure 9). The ripples on the sine troughs and peaks can be attributed to the eﬀects
of the IGBT semiconductor elements on the circuit (Figure 8).
7. Conclusions
According to the results of the SAPF simulation, harmonics have been decreased and the current waveforms
have become similar to sinusoidal waveforms. The power flow is illustrated in Figures 8, 17, and 26. Moreover,
we can see that the voltage waveforms approach the ideal sine waveform in Figures 9, 18, and 27.
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Owing to harmonic eﬀects, the output voltage and current were found to be unstable for the unfiltered
conditions. The output voltage varied in the range 500–540 V for the unfiltered conditions, but remained stable
at 520 V when the SAPF was in use. Changes in voltage are apparent in Figures 10, 19, and 28, and the
observed decreases in the number of voltage change points and the increasing stability of the voltage indicate
that harmonics have been removed from the system.
Theoretically calculated values of voltage and power could not be measured at the output. This was
because although the IGBTs remove harmonics from the system, they also produce harmonics and consume
power. Ripples in the voltage and current waveforms were observed after the triggering of the IGBTs; these
ripples entered the system as harmonics and consumed power.
Simulation was performed using Simplorer 6.0, resulting in savings in cost, time, and labor requirements.
The filter’s system response can be changed by modifying the simulation conditions.
In our study, the SAPF simulation circuit components were determined by trial and error. However, in
future studies, intelligent optimization techniques can be used to determine the optimum circuit components.
In addition, removal of the ripples that occur during the triggering of the semiconductor IGBTs used
inside the SAPF circuit, depending on their current direction, should be investigated in future studies. In this
manner, the eﬀects of harmonics on the system can be minimized.
The proposed SAPF can lock the harmonic load currents or unbalanced nonlinear load currents internally,
such that the supply side always delivers three-phase balanced sinusoidal currents with unity power factor under
all conditions.
The simulation results under various system operating conditions have verified the design concept of the
proposed SAPF to be highly eﬀective and robust. Moreover, the simulation and test results were utilized to
verify the performance of the single-phase shunt active filter for three-phase four-wire distribution systems.
The eﬃciency increased with application of the filter, while the load current harmonics and reactive current
components disappeared. With balanced sinusoidal networks, the power factor provides a current draw. Even
in cases of transient supply, current stability can be maintained.
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